PACKAGED AC CONTROLLERS

i SZ-7574 Controller for Single Cooling Unit
SZ-7575 Controller for Two Cooling Unit
SZ-7576 Controller for Three Cooling Unit
AN SUBZERD
Dimension : 96x96mm
Panel Cutout : 92X92mm
e
0 * 0% -
FEATURES SZ-7574 SZ-7575 SZ-7576
Display: n° digits 2x14.2mm(0.56")LED 2x14.2mm(0.56")LED 2x14.2mm(0.56")LED
Power supply 230VAC Standard. 230VAC Standard. 230VAC Standard.
Others on request. Others on request. Others on request.

Temperature Range 0°C to 50°C 0°C to 50°C 0°C to 50°C
Probe inputs

Thermostat NTC
Digital inputs

HP /LP/ OSS / Phase Loss / Yes Yes Yes

Digital Door I/P (Separate i/p for each compressor) (Separate i/p for each compressor)
Relay Outputs

Compressor 8(2)A 8(2)A 8(2)A

Compressor2 8(2)A 8(2)A

Compressor3 8(2)A

Condenser 8(2A 8(2A 8(2A

Condenser2 8(2)A 8(2)A 8(2)A

Condenser3 8(2)A

Blower 8(2)A 8(2)A 8(2)A
Others

Buzzer Yes Yes Yes

SZ-7574 SZ-7575 SZ-7576
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PROCESS CHILLER CONTROLLERS

FEATURES

NC-110 Chiller Controller with Small LCD (res. 0.5°C)

NC-120 Chiller Controller with Small LCD (res. 0.1°C)

PiCOCHILL Chiller Controller with Customized Dual Display (res. 0.5°C)
MICROCHILL | Chiller Controller with LCD + LED

NC-110A

NC-120A PiC-165 MICROCHILL

Display: n° digits 16X2 Small LCD 16X2 Small LCD 4X8.6mm (0.33") 7 segment [3x9.1mm(0.36")LED + 16x2 LCD
4X4.9mm (0.27") 7 segment
Power supply 230VAC Standard. 230VAC Standard. 230VAC Standard. 230VAC Standard.
Others on request. Others on request. Others on request. Others on request.
Temperature Range -30°C to +50°C (res. 0.5°C) -30°C to +50°C (res. 0.1°C) -30°C to +80°C (res. 0.5°C) -30°C to +50°C
Probe inputs
Control (Liquid) NTC NTC NTC NTC
Antifreeze NTC NTC NTC NTC
Condenser NTC
Flow Sensor Input 2to 30 LPM (for 12"3/4" & )
1to 60 LPM (for 1")
Digital inputs
HP, LP, AUX, Comp O/L, Cond O/L, Yes (for HP, LP, AUX) Yes (for HP, LP, Comp OL,) Yes (for HP, LP, AUX/WFS, Yes
Pump O/L, SPPR, EWFS, CWFS, SPP, PUMP OL, AUX) Comp OL, FAN O/L, PUMP O/L
SPP, Water Level)
Water Level
Relay Outputs
Compressor 8(3)A 8(3)A 20(8)A 8(3)A
Fan 10A
Pump 5A 5A 10A 5A
Condenser 5A 5A
Water SV 5A 5A 5A
Precision SV 5A
Alarm 5A 5A 5A
Others
Buzzer Yes
NC-110A NC-120A
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PROCESS CHILLER CONTROLLERS
oy

PiCOCHILL +

| Chiller Controller with Customized Dual Display

MEGACHILL PRO | Smart Chiller Controller with Touch Display

R

# 20O

HP LP

MENU
AUX SPP AFT OL LWL

Display: n° digits
Power supply

Temperature Range
Probe inputs
Control (Liquid)
Antifreeze
Condenser
Flow Sensor Input

Analog inputs
Discharge Pressure and
Suction Pressure
Transmitter / CT
Digital inputs
HP, LP, AUX, Comp O/L, Cond O/L,
Pump O/L, SPPR, EWFS, CWFS,
Water Level
Relay Outputs
Compressor
Fan
Pump
Condenser
Water SV
Precision SV
HGSV
Alarm
Others
Buzzer
Serial output
Application

PiC-190

4X16.5mm (0.40") 14 segment
4X9mm (0.35") 7 segment

-20.0°C to +50.0°C (0.5 Res)

NTC

2to 30 LPM (for 12"3/4" & )
1to0 60 LPM (for 1")

HP, LP, Comp O/L, Cond O/L,
Pump O/L, SPPR, WFS/AUX, Water Level

20A
10A
10A
10A

10A
5A

——

COMP O/L

[
E GND

AUX / WFS

ol

WATER stn-

PUMP + -

B

ALARM

G FAN HGSV PUMP

o

C NO
COMP

TO FLOW SENSOR

GND (B),
+5V (R)

FLOW IN (V)|

12Vac

7 inch Touch Display
24VDC
-40.0°C to +90.0°C
NTC

NTC
NTC

Yes

Yes

HP, LP, Comp O/L, Cond O/L, OSS
Pump O/L, SPPR, WFS/AUX, Water Level
EWFS, CWFS

8(3)A
5A
5A
5A
5A
5A

RS485
Screw/Scroll/Bitzer Compressor Capacity Control Logic



PROCESS CHILLER CONTROLLERS

Dimensions : 205 X 160mm
Panel Cutout: 167 X 124mm

FEATURES
Display: n° digits
Power supply

Temperature Range
Probe inputs
Control (Liquid)
Antifreeze
Condenser In
Condenser Out
Digital inputs
HP, LP, OSS, AFT, Comp O/L,
Cond O/L, Pump O/L, SPP,
CWEFS, EWFS, Medium Water
Level, Low Water Level, R, Y, B
Relay Outputs
Compressor
Compressor2
Compressor3
Pump
Condenser
Condenser2
Condenser3
Pump down SV
Pump down SV2
Pump down SV3
Water SV
Reset
Alarm
Others
Buzzer

MEGACHILL

User Interface

Megachill 1 Comp.
3x14.2mm (0.56")LED + 16X2 LCD
230VAC Standard.
Others on request
-30°C to +50°C (res. 0.5°C)

NTC
NTC
NTC
NTC

Yes

8(3)A

5A
5A

5A
5A
5A

Yes

Megachill 2 Comp.
3x14.2mm (0.56")LED + 16X2 LCD
230VAC Standard.

Others on request
-30°C to +50°C (res. 0.5°C)

NTC
NTC
NTC
NTC

Yes

8(3)A
8(3)A

5A
5A

5A

5A
5A

5A

5A

| Chiller Controller upto three compressor with Split Board

Relay Board

Megachill 3 Comp.
3x14.2mm (0.56")LED + 16X2 LCD
230VAC Standard.

Others on request
-30°C to +50°C (res. 0.5°C)

NTC
NTC
NTC
NTC

Yes

5A

Yes
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