Dimensions : 210x121mm

SZ-CR2

TWO COMPRESSOR COLD ROOM CONTROLLERS

| Two Compressor Controller

CRC-1220 | Split type twin circuit cold room controller

User Interface

Relay Board

FEATURES SZ-CR2 CRC-1220

~N

Display: n° digits 2x25.4mm (1") LED 2x25.4mm (1") LED + 16x2 LCD Display
Power supply 230VAC Standard. 230VAC Standard.
Others on request. Others on request.
Temperature Range -45°C to +35°C -45°C to +35°C
-49°F to +95°F
Probe inputs
Thermostat NTC NTC
Defrost (Coil1) NTC
Defrost (Coil2) NTC
Digital inputs
HP1, LP1, HP2, LP1, SPP1, SPP2, Yes Yes
Digital Door I/P
Relay Outputs
Compressor 5A 8(2)A
Compressor2 5A 8(2)A
Defrost 8(2)A
Defrost2 8(2)A
Condenser 8(2)A
Condenser2 8(2)A
Evaporator 8(2)A
Evaporator2 8(2)A
LSV 8(2)A
LSV2 8(2)A
Light 5A 8(2)A
Alarm 5A 8(2)A
Others
Buzzer Yes
Serial output RS485
SZ-CR2
N CRC-1220
ALARM LIGHT COMP2 COMP1
NC . [ . NO cC N NC C N NC C ND NC ; ZziV CONNECTORS LAYOUT
O A FROM RELAY CARD
l l DOOR I/P ROOM COIL1 COIL2 +12VDC GND A+
EUTRAL 3 i i i
Caution : Wiring for 230Vac Loads Only.
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COLD ROOM CONTROLLERS
oy

SZ-CRC-1100A

Dimensions : 96 X 96mm
Panel Cutout: 92 X 92mm

FEATURES

Freezer / Cold Room Controller

CRC-1200

Cold Room Controller

CRC-1023

Cold Room Controller with 20A Relay

Display: n° digits 2x14.2mm(0.56")LED + 16X2 LCD 2x25.4mm (1")LED + 16X2 LCD Dot Matrix LED Display
Power supply 230VAC Standard. 230VAC Standard. 230VAC Standard.
Others on request. Others on request. Others on request.
Temperature Range -50°C to +50°C -50°C t0 35°C -50.0°C to +50.0°C
Resolution 1°C 1°C 0.1°C
Probe inputs
Thermostat NTC NTC NTC
Defrost (Coil) NTC NTC
Digital inputs
HP, LP, AUX, Phase Loss, SPPR Phase input from pressure trip HP, LP, SPPR Yes
(HP/LP/OSS)
Digital Door I/P Yes Yes
Relay Outputs
Compressor 8(2)A 8(2)A 20A
Defrost 8(2)A 8(2)A 20A
CCH
Condenser 8(3)A 8(3)A
Evaporator 8(2)A 8(2)A 8(3)A
LSV 5A
Light 5A 5A
Alarm 5A 5A 5A
Others
Buzzer Yes Yes
Serial output RS485
SZ-CRC-1100A CRC-1200
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FLAME PROOF CONTROLLER

FEATURES SZ_CR2-FP

Display: n° digits
Power supply

Temperature Range

Probe inputs
Thermostat
Defrost (Coil1)
Defrost (Coil2)

Digital inputs
HP1, LP1, HP2, LP1, SPP1, SPP2,
Digital Door I/P

Relay Outputs
Compressor
Compressor2
Defrost
Defrost2
Condenser
Condenser2
Evaporator
Evaporator2
LSV
LSV2
Light
Alarm

Others

Buzzer
Serial output

2x25.4mm (1") LED

230VAC Standard.

Others on request.
-45°C to +35°C
-49°F to +95°F
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Caution :

Wiring for 230Vac Loads Only.
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