TEMPERATURE & RH CONTROLLERS

SZ-2710 | RH Indicator (Humidity Range : 30% to 90%)

SZ-2910 | RH Indicator (Humidity Range : 0% to 99%)

SZ-2711 | RH Controller (Humidity Range : 30% to 90%)

SZ-2911 | RH Controller (Humidity Range : 0% to 99%)

SZ-9912 | Temperature & RH Controller (Humidity Range : 30% to 90%)
SZ-9922 | Temperature & RH Controller (Humidity Range : 0% to 99%)

Dimension : 75x34.5mm

FEATURES SZ-2710 [ SZ-2910 SZ-2711 [ SZ-2911 SZ-9912 [ SZ7-9922

Display: n° digits 2x14.2mm(0.56") LED 2x14.2mm(0.56") LED 3x14.2mm(0.56") LED
Power supply 230VAC Standard. 230VAC Standard. 9VAC Standard.
Temperature Range Humidity : 30% to 90% / 0% to 100% Humidity : 30% to 90% / 0% to 100% Temp : 0°C to 99.9°C
Humidity : 30% to 90% / 0% to 100%
Probe inputs
Thermostat PT-100
RH SZ-HS-220/ SZ-HS-100 SZ-HS-220 / SZ-HS-100 SZ-HS-220 / SZ-HS-100
Relay Outputs
Compressor 8(3)A
Humidifier / Dehumidifier 8(3)A 8(3)A
Alarm 8(3)A
Others
Buzzer
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