Dimension : 34.5x75mm

Panel Cutout : 29x71Tmm

SZ-7552-P [ 7562-P

TWO COMP / ALARM OUTPUT CONTROLLERS
oy

2 Compressor Controller

SZ-7556-P-D

Differential Temperature Controller

SZ-7556-P | 7566-P

Temperature Controller with Alarm Output

SZ-7558-P | 7568-P

Temperature Controller with 20A Relay &
Alarm Output

FEATURES SZ-7552-P [ 7562-P SZ-7556-P-D SZ-7556-P [ 7566-P | SZ-7558-P [ 7568-P

Display: n° digits
Power supply

Temperature Range
Resolution

Probe inputs
Thermostat
Defrost (Coil)

Relay Outputs
Compressor
Compressor2
Alarm

Others
Buzzer
Serial Output

SZ-7552-P [ 7562-P

COMP1  COMP2
NO G NC NO C NG

@!! 30

oRcRoG

W] ]
m,qr @
A

PHASE

NEUTRAL

ompressor or Contactor
or Heater 8(2)A max

Caution:Wiring for 230Vac load only

3x14.2mm(0.56")LED 2x14.2mm(0.56")LED
230VAC Standard. 230VAC Standard.
Others on request. Others on request.
0.0°C to 50.0°C (SZ-7552-P) 0°C to 50°C
-50°C to 99°C (SZ-7562-P)
0.1°C(SZ-7552-P) 1°C
1°C (SZ-7562-P)
NTC NTC
8(3)A 8(3)A
8(3)A
5A
S7-7556-P-D
CONTROL REF. ALARM
PROBE E! !!
i T t T
A .
st
Caution:Wiring for 230Vac load only

3x14.2mm(0.56")LED

230VAC Standard.
Others on request.
0.0°C to 50.0°C (SZ-7556-P)
-40.0°C to 50.0°C (SZ-7566-P)
0.1°C (SZ-7556-P)
1°C (SZ-7566-P)

NTC

8(3)A

5A

3x14.2mm(0.56")LED
230VAC Standard.
Others on request.
0.0°C to 50.0°C (SZ-7558-P)
-40.0°C to 50.0°C (SZ-7568-P)
0.1°C (SZ-7558-P)
1°C (SZ-7568-P)

NTC

20A (Inductive)

5A

SZ-7556-P | SZ-7566-P

PROBE  ALARM RELAY

A

PHASE

sy hbhoohd
e

Alarm [I

230Vac,
5A

resistive
max

&

T
Or Heater Trip Lamp /

Other Load

Compressor /
(5Aresistive max)

NEUTRAL/

SZ-7558-P | SZ-7568-P

Caution:Wiring for 230Vac load only

COMPRESSOR

[ J[ ] II

230V

TR 3 I~

Gompressor

230Vac

A

PHASE

o
20Amax

Va szars
m

resistive
max

NEUTRAL

Caution:Wiring for 230Vac load only



Dimension : 34.5x75mm
Panel Cutout : 29x71Tmm

BATTERV

BULK MILK COOLER / AIR DRYER / OFF CYCLE DEFROST

SZ-7518-P | Bulk Milk Cooler Controller

SZ-7521-P | Temperature Controller for Air Dryer

SZ-7525-P | Off Cycle Defrost Controller with Buzzer

SZ-7520T Temperature Controller with Off Cycle Defrost

SZ-7529T Off Cycle Defrost Controller with 20A Relay

FEATURES SZ-7518-P $Z-7520T $7-7529T

=

DEFROST  comp

Display: n° digits 3x14.2mm (0.56")LED 2x14.2mm (0.56")LED 2x14.2mm (0.56")LED  |2x17mm 7 segment display|2x17mm 7 segment display
& 5 LEDs for Indication &5 LEDs for Indication
Power supply 12VAC/DC Standard. 230VAC Standard. 230VAC Standard. 230VAC Standard. 230VAC Standard.
Others on request. Others on request. Others on request. Others on request. Others on request.

Temperature Range -44°C to +99°C -44°C to +99°C -50°C to +99°C -45°C to +99°C -45°C to +99°C
Probe inputs

Thermostat NTC NTC NTC NTC NTC

Defrost (Coil)
Digital inputs

HP /LP / OSS / Phase Yes

Loss / Digital Door I/P
Relay Outputs

Compressor 8(3)A 8(3)A 8(3)A 8(3)A 20(8)A

Compressor2 8(3)A

Defrost 5A

Agitator 8(3)A

Fan

Alarm
Others

Buzzer Yes

Serial Output RS232

Battery Backup Yes

SZ-7518-P SZ-7520T SZ-7521-P
230VAC
g E PROBE PROKEY  50:60Hz Cﬁgp c

Z COMP:
Z COMP2

12v

it

NTC
PROBE
V (sza75)

A

PHASE

NEUTRAL

Compressor or Contactor
or Hoater 8(2)A max

Caution:Wiring for 230Vac load only

SZ-7525-P

Buzzer

NOCNC 230V ((o))) )
o olock:

Compressor or
Contactor
or Heater
8(3)A max) ®‘_

PHASE

(10Vdc, 10mA max)

To SZ-N75

NEUTRAL|

Caution:Wiring for 230Vac load only

7, oo

TO SZ- T75

To Compressor
8(3)A 250VAC max

PHASE

NEUTRAL [

Caution:Wiring for 230Vac load only

SZ-7529T

230VAC

50-60H
PROKEY proBE ‘ COMPRESSOR

@@F 7 EE

TO SZ- T75

To Compressor
20A(B)250VAC max

PHASE

4
NEUTRAL [

Caution:Wiring for 230Vac load only

i GhGhhohs

PROBE [,

AT QL

A

PHASE

NEUTRAL

Caution:Wiring for 230Vac load only




FREEZER CONTROLLERS

Dimension : 34.5x75mm
Panel Cutout : 29x71Tmm

Display: n° digits

Power supply

Temperature Range
Resolution
Probe inputs
Thermostat
Defrost (Coil)
Digital inputs
HP /LP / OSS / Phase Loss /
Digital Door I/P
Relay Outputs
Compressor
Compressor2
Defrost
Agitator
Fan
Alarm
Others
Buzzer
Serial Output

SZ-7522-P | Freezer Controller

3x14.2mm (0.56")LED
230VAC Standard.
Others on request.
-50°C to +99°C

1°C

NTC
NTC

Yes

8(3)A

5A

SZ-7522-P

ROOM

x
o]
2 I

@

SO HEATER COMP.

NO C NC NO NC C

Yl
BoBnanannmn

L
A
PHASE

8(2)Am:

NEUTRAL

Caution:Wiring for 230Vac load only

SZ-7524-T | Freezer Controller with Buzzer & Touch Sensitive Keypad

3x17mm 7 segment display
& 10 LEDs for Indication
230VAC Standard.

Others on request.

-40.0°C to +50.0°C

0.1°C

NTC
NTC

8(3)A

8(3)A

8(3)A

SZ-7524T7

230VAC

DEFROST FAN COMP 50-60Hz

DOOR
colL
ROOM

TR r‘”?”
|

)
e

TO SZ-N75T

Twj—

To Heater
8(3)A 250VAC ma
To Fan
B(3)A 250VAC max_any

To Compressor
8(3)A 250VAC max

Caution:Wiring for 230Vac load only



FRUIT RIPENING CONTROLLERS

Dimensions : 210x121Tmm

FEATURES
Display: n° digits
Power supply

Temperature Range

Probe inputs
Thermostat
Co,
Ethylene
RH
Digital inputs
HP / LP / OSS / Phase Loss/
Digital Door I/P
Relay Outputs
Fan
Humidifier
NY
Alarm
Damper
Others
Buzzer
Serial Output (RS 485)

SZ-FR-2000 | Time Based / Automatic Fruit Ripening System

SZ-FR-1000 | Manual Gas Dispensing Unit

SZ-FR-2000
7 Segment LED Display + 16X2 LCD
10VAC

0 to 50°C (NTC Sensor)
0to 1% (CO, Sensor)
0 to 999 ppm (Ethylene Sensor)
0 to 100 % (Humidity Sensor)

NTC
4-20mA
4-20mA
0-1Volt

8(3)A/ 250VAC
10A / 250VAC
10A / 250VAC
5A/250VAC
10A / 250VAC

Yes

SZ-FR-2000

Suggested Wiring
RH INPUT
(0-1V)
-
. 5
n v o
g g z
o 0 2 x ALARM FAN HUMDIFIER SV DAMPER
X X O X C NO C NO C NO C NO C NO 10Vac
e JBE
o] [es]
3
x| &
PHASE,
NEUTRAL
o

-

sz-FRA000

SZ-FR-1000
3x14.2mm(0.56")LED

230VAC Standard.
Others on request.

Yes

8(3)A

SZ-FR-1000

230V
SOLENOID

(00

4 Solenoid Valve
PRl 8A/ 250Vac resistive

PHASE

NEUTRAL

Caution:Wiring for 230Vac load only
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